. FABRICORK
e/ Color Options

KE584 POWER

Claridge Fabricork Vinyl Bulletin Board is made of vinyl
coated fabric that will wear almost indefinitely and stay
new-looking for years. Fabricork is entirely washable.
Spots and soil wash away with household soap and
water.

Featuring Koroseal” Wallcovering
Manufactured by Koroseal Interior Products LLC

Please note minimal color variation may occur with each dye lot.



Viewpoint Pattern

Linden Pattern
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Belair Pattern

b e PR R S 3 7 o7 10+ g
: é:i‘éif‘&u o

P T ENS D g S
T SR e FAGE @
SR EOTRE

KB290 STERLING

- o

KE592 GENTLEMAN GREY

KB278 PACIFIC

KE510 RUNWAY

B —

AT BR AR TR
v MW\gA-—g -

RN

-~

v A

2 )
- . -

£ e

S S g I A AN
ST S SRR
KL404 DORSET

— -

KB661 DAWN

KE584 POWER

KB662 GREY

P

ST

KV233 DRIFTWOOD

.':'-!1' ~ ""ﬁ'.:"-‘.i_;T:" oy g P P ‘l"'" "{?:ﬂ'w:_' 'j.:._"; s L _j'r -’ﬂ?'f:‘_. ‘1
e T e e e s

A e e e s e E SR e
% f—'&'&%ﬁ"’ﬁ"‘“ﬁ%&@h B A v R o e e e ]
o g A R A B U S T B T I G A
[ %:&ﬁf-‘;;-ﬁ.:.—ﬁ'e' ;] Wﬁ.l—. i oAt s }

o B T Tk A vl
LSRR AT N B
A s s i
‘ﬁ J g‘f%n;_ag'*ﬁ«;ﬁnﬁd
ety ‘# -

R I R
e T
: S

e

3 o

i,
e

e x y 3
: CEp P e R R S S N e ki : :
S ST A s

PR = ]
SRR e 5
Foia uﬂ:ﬁa\mrﬂr‘l‘"‘; 5 o

KL412 ANCESTRAL

Find

" w
e F AR B
W Tt

- Pt B W B B e P P

S - Dt e e

e T Ay e T
T e e o 47 :

3 s s
T N e My e i . W i, . R
ey Yy e D
e L e e~ A

e § e s

W B BB e
S CORTSPRT e
Ak Qe LR R R, T
Sy




: FABRICORK
C&AAAQQ/ Properties

FEATURES

« Meets or exceeds Type 1 requirements in Federal Specification CCC-W-408A
+ Manufactured with water based inks and coatings

« Has a water based acrylic top coat for improved cleanability

« Cadmium and Mercury Free

+ Meets CA 01350 requirements

« Contains Early Warning Effect® Life Safety and Property Protection

+ Can be supplied Micro-vented to reduce potential for mold and mildew growth

PATTERNS

« Viewpoint

 Esquire

« Linden

+ Belair

PROPERTIES

Total Weight Viewpoint, Esquire and Linden - 21 oz/linear yd.
Belair - 15 oz/linear yd.

Average Thickness 0.017to 0.021in.

Tensile (typical) Viewpoint, Esquire and Linden - 50 x 55 lbf minimum
Belair - 30 x 30 Ibf minimum

Tear (typical) Viewpoint, Esquire and Linden - 25 x 25 minimum
Belair- 12 x 12 minimum

ASTM E84 Test Results ClassA

Flame Spread 25 or less

Smoke Developed 50 or less

Koroseal Interior Products LLC
Koroseal Wallcovering « www.koroseal.com

Koroseal and Early Warning Effectare
trademarks and registered trademarks of
Koroseal Interior Products LLC.

° 800.434.4610
e/ claridgeproducts.com





