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INSTALLATION INSTRUCTIONS

Parts List:
- Glass Markerboard

- Adjustable Edge Grip Stand-offs (number varies with board
size)

Tools needed:

- Drill and Drill Bit

- Screwdriver

- Tape Measure and Level

- Hardware appropriate for wall installation

WARNING

Risk of injury to installers and users

Read the entire assembly directions before
beginning assembly.
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INSTALLATION INSTRUCTIONS

1.

10.

Determine the desired height for the bottom of your glass
markerboard.

Measure up 1-1/4” from desired height and strike a
horizontal line.

Determine the length of your board and measure in 3” from
both ends of the board and drill a hole for the edge grips.
NOTE: Space evenly if more than four edge grips are
furnished. (4’ lengths and smaller are furnished with four
edge grip stand-offs; 6’ and 8’ lengths are furnished with six:
three for the top and three for the bottom.)

Fasten the edge grips to wall using fasteners appropriate for
wall.

Determine top height of board, measure down 13/16” and
strike a line, making sure line is level.

Install top edge grips following instructions in Step 3.
Raise adjustable edge grips at top up as high as possible.

Position glass board in groove of bottom edge grips and set
in place.

Very gently tap top edge grips down until they are snug
against the top of the board.

Make sure all edge grip stand-off caps are screwed on
securely.

Note: MGM magnetic glass boards are furnished with rare
earth magnets. Additional Magnetic Markerboard
Accessories are optional.




